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Suited for Auto Apply 
& Hand Apply

Checkpoint® & Nedap® and other RF 8.2 Mhz 
and AM) 58 KHz EAS Systems & Deactivators

Fully Compatible

Product Specifications
Frequency:   8.2MHz, 58KHz, RFID, EAS & RFID Combo

Size:  53 x 20 x 60 mm
Weight:  0.6 Ounces

Lock:  Standard Clutch / Super Lock
Color:  White/Black or customized

YOUR TRUSTED SOURCE FOR LOSS PREVENTION SINCE 1992
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• One piece tag – Eliminates having to separate tags and 
pins,cand the replacement cost of lost pins.

• Retractable pin - Unique design with retractable pins
        makes it virtually impossible for injury during application
        or removal.
• Back up retraction – Variation of tag with patent pending
        “manual” back up retraction in unlikely event pin “sticks”
        on thicker material.
• Technologies – AM or RF, larger version can have EAS/RFID 

combination.
• Strength options - Available in any Gauss strength starting 

at 5000.
• Wider Mouth – The wider mouth accommodates even the thickest materials such as the waste band of denims.
• Safety - pins do not end up on sales or fitting room floors creating a hazard for employees and customers.
• Plastic – Made from ABS recycled “hard” plastic which is difficult to defeat and  may be “greener”.
• Customization - Available in any color and can include company logo.
•  Source Tagging - Lightweight design, small size, durability and one-piece feature make it an excellent option 

for a soft goods source tagging program.


