
Contents: 
•1 Receiver – PRX20D1
•1 Transmitter – PTX20-‐1
•1 Small Screwdriver
•4 AA Alkaline Batteries
•1 Magnetic Resetting Tool
•2 Small Screws

Battery Installation:
• The PRX20D1 and PTX20-‐1 cases will arrive closed but not yet secured with screws.
• Open the front covers of the PRX20D1 and PTX20-‐1 cases.
• Insert 2 batteries in both the PRX20D1 and PTX20-‐1, but DO NOT replace the front covers at this time. The front 
covers will be replaced and secured after mounting.
• When the batteries are properly placed into the PTX20-‐1, the LED will blink twice, which indicates a successful 
startup.

Counter Alignment:
• Proper alignment should be achieved before permanent mounting.
• The PRX20D1 must receive the infrared beam being transmitter from the PTX20-‐1.  Therefore, the 2 units must 
be mounted directly in line with each other.
• Facing out of the area where the Counters will be mounted, the receiver unit (PRX20D1) should be mounted on 
the right side and the transmitter unit (PTX20-‐1) should be mounted on the left side of the passage.
• The alignment can be tested by sliding the magnetic resetting tool over the PRX20D1. When the LED on the 
PRX20D1 is constantly on, the 2 units are properly aligned.
• The alignment mode automatically stops after 1 minute. The mode can be stopped manually by sliding the 
magnet over the PRX20D1 again.

Mounting
• Slide the mounting plates off the backside of the PRX20D1 and PTX20-‐1 cases.
• The mounting plates should be secured in the locations determined during the alignment process.
• Secure the mounting plates to the surface with the appropriate hardware.
• Place the PRX20D1 and the PTX20-‐1 at the top of their respective mounting plates and slide them down into 
position.
• Secure the PRX20D1 and PTX20-‐1 front covers by tightening the 2 small screws (provided) into the holes at the 
bottom of each cover. The small screwdriver (provided) can be used.
• You can also secure the PRX20D1 and PTX20-‐1 to a surface using the double-‐ sided tape.
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