ALL-TAG

People Counter
with USB Connectivity

http://www.all-tag.com

USB People Counter Setup

(1)Download and Install Software on your PC

1. The software can be downloaded at http://www.sdinternational.nl/support/downloads

2. Please check to make sure your PC has Microsoft.NET 2.0 and Microsoft Data Access Components. If not, they
can be downloaded at the website above.

3. Download the SensorServer v1.8.7 zip file to your computer and

4. Click on the Start Menu to find the SensorServer software folder containing the necessary applications.

(2)Setup:

1.0pen the SensorServer v1.8.3 folder and select the Sensor Tool.

2.Install the AA batteries (provided) into the People Counter's transmitter (PTX20Q1) and receiver (PRX20U1)
units.

3.Using the USB Cable, connect the People Counter receiver unit (PRX20U1) to your PC.

4.Enter the Name (e.g. your company name), Position (e.g. front door), and Location (e.g. your city) of the People
Counter.

5.Click Save.

(3)Data Import

1.Connect the USB Flash Drive (provided) to the PRX20U1 using the Adaptor Cable (provided)

2.When the green LED stops blinking, the data download from the People Counter to the Flash Drive is complete.
3.Remove the Flash Drive from the People Counter.

4.Connect the Flash Drive to the PC.

5.In the SensorServer folder and select the MEM Upload Application.

6.0nce the application starts, the counter with new data should appear in the Memory Upload box.

7.Select the Counter and Click Upload to SensorServer

(4)Viewing The Data

1.0pen the Easy Reports application by clicking the icon on your desktop or in the Windows Start Menu

2.Click on the Position you want to view

3.From here, you can choose the day, week, month, or year reports

4.1f your counter is BiQDirectional, you will see the In (Counter A) and Out (Counter B) data listed separatelyPeo-
ple Counter.

5.Click Save.
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