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1 TECHNICAL OVERVIEW

1.1  TECHNICAL OVERVIEW

WHITE WET LENGTH    20 00MM±0.50

WHITE WET WIDTH     44 MM   44 MM    44 MM

FINISH SIZE     -    47 X 23 MM 4  7 X 23 MM

WEB WIDTH     50.0 ± 1 MM    50.0 ± 1 MM    50.0 ± 1 MM

PITCH     26.04 ± 0.2 MM   26.04 ± 1 MM   26.04 ± 1 MM

ARC APPROVAL    F, O, Q, R, Y2, W5, W6   F, O, Q, R, Y2, W5, W6   F, O, Q, R, Y2, W5, W6

FSC® CERTIFI CATION    -    -    -  

ANTENNA MATERIAL    ALUMINIUM    ALUMINIUM    ALUMINIUM

FRONT FACE    -    CLEAR PET    TT PAPER

INLAY SUBSTRATE    CLEAR PET    CLEAR PET    CLEAR PET

INLAY ADHESIVE    -   PERMANENT   PERMANENT

LINER     -    PAPER    PAPER

OPERATING TEMPERATURE   -40°C / +85°C | -40°F / +185°F -40°C / +85°C | -40°F / +185°F -40°C / +85°C | -40°F / +185°F

     @20% TO 90% RH  @20% TO 90% RH  @20% TO 90% RH

SHELF LIFE     2 YEARS @ +25°C/40%RH  2 YEARS @ +25°C/40%RH  2 YEARS @ +25°C/40%RH

FINAL INSPECTION    100% TESTED   100% TESTED   100% TESTED

   DRY    WET         PAPER-FACE

2.1  MECHANICAL DIMENSIONS

   DRY    WET         PAPER-FACE
PRODUCT CODE   2600000046    2600000047    2600000048

ANTENNA SIZE  A X B  44 X 20 MM / 1.73 X 0.79 IN  44 X 20 MM / 1.73 X 0.79 IN  44 X 20 MM / 1.73 X 0.79 IN

FINISH SIZE  C X D  -    47 X 23 MM / 1.85 X 0.91 IN  47 X 23 MM / 1.85 X 0.91 IN   

WEB WIDTH  E  50.0 ± 1 MM / 1.969 ± 0.04 IN  50.0 ± 1 MM / 1.969 ± 0.04 IN  50.0 ± 1 MM / 1.969 ± 0.04 IN

PITCH   F  26.04 ± 0.2 MM / 1.025 X 0.01 IN  26.04 ± 1 MM / 1.025 X 0.04 IN  26.04 ± 1 MM / 1.025 X 0.04 IN

ANTENNA TO WEB EDGE    G1  3.0 ± 1 MM / 0.118 ± 0.04 IN

ANTENNA TO DIE-CUT  G2  -    1.5 ± 1 MM / 0.059 ± 0.04 IN  1.5 ± 1 MM / 0.059 ± 0.04 IN

DIE-CUT TO WEB EDGE   H -    1.5 ± 1 MM / 0.059 ± 0.04 IN  1.5 ± 1 MM / 0.059 ± 0.04 IN

ANTENNA GAP  I  6.04 MM / 0.238 IN  -    -

CONVERTING SPOT  J  4.70 X 20.00 MM / 0.185 X 0.787 IN, ANTENNA SECTION CAN BE USED-

BAD MARK   K  0 6 MM / 0.24 IN   0 6 MM / 0.24 IN   0 6 MM / 0.24 IN

INTERLEAVES  L  YES    NO    NO
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3.2  PACKING DETAILS
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PROTOCOL   ISO/IEC 18000-63(FORMERLY
     18000-6C) AND EPC GEN2

   DRY    WET         PAPER-FACE
PRODUCT CODE   2600000046    2600000047    2600000048

DELIVERY FORMAT   ROLL (SINGLE ROW)   ROLL (SINGLE ROW)   ROLL (SINGLE ROW)

CORE INNER DIAMETER  76 MM / 2.99 IN   76 MM / 2.99 IN   76 MM / 2.99 IN

ROLL OUTER DIAMETER  337 MM / 13.27 IN   340 MM / 13.39 IN   199 MM / 7.83 IN

UNWINDING DIRECTION   INLAY ON OUTSIDE OF ROLL  INLAY ON OUTSIDE OF ROLL  INLAY ON OUTSIDE OF ROLL

STANDARD ROLL SIZE   32 000 (-0% +1.5%)   19 000 (-0% +1.5%)   4 000 (-0% +1.5%)

MIN. GUAR. YIELD/ROLL   99%    99%    99%

BOX DIMENSIONS   39.5 X 39.0 X 17.0 CM /   39.5 X 39.0 X 17.0 CM /   26.0 X 26.0 X 37.0 CM /
   15.56 X 15.35 X 6.69 IN   15.56 X 15.35 X 6.69 IN   10.24 X 10.24 X 14.57 IN

ROLL/BOX    2    2    6

INLAYS/BOX   64 000    38 000    24 000

BOX GROSS WEIGHT   9.48 KG / 20.90 LBS   9.94 KG / 21.91 LBS   8.78 KG / 19.36 LBS

PALLET DIMENSIONS   120 X 80 X 151 CM /   120 X 80 X 151 CM /   120 X 80 X 126 CM /
   47.2 X 31.5 X 59.4 IN   47.2 X 31.5 X 59.4 IN   47.2 X 31.5 X 49.6 IN

BOXES/PALLET   48    48    36

INLAYS/PALLET   3 072 000    1 824 000    864 000

PALLET GROSS WEIGHT  480 KG / 1058 LBS   502 KG / 1107 LBS   341 KG / 752 LBS


